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Dr. Robert Pohanka
Office of Naval Research
Code 1131

800 North Quincy Street
Arlington, VA 22217

Dear Dr. Pohanka:

I like to take this opportunity to express our gratitude for your and your agency’s support for
the HTSC symposium. [ had also enjoyed my visit at ONR and the discussion with you and
other program mangers there.

Enclosed here is the much delayed report of the symposium. Please feel free to contact me if
you need more information. [ hope that you will be around New York area and we can invite
you here to visit our lab or give us a seminar. | would like to extend my invitation to your
colleagues as well.

Thank you again.

Sincerely yours,

Siu-Wai Chan

Associate Professor of

Materials Science and Metallurgy
(212) 854-8519

(212) 854-8362

encl: report
cc: Donna Gillespie, MRS
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' B CALL FOR PAPERS

1991 Fall Meeting of the Materials Research Society
Symposium on

. HIGH-TEMPERATURE SUPERCONDUCTORS:
MATERIALS RESEARCH FOR EMERGING TECHNOLOGIES

Boston, Massachusetts -- December 2-6, 1991

This symposium is a sequel to the many previous MRS sy mposza devoted to the high- T superconducung
materials. This symposium series provides a special forum for die announcements of new matenials and new or
improved processing methods for bulk materials and thin films.

The emergence of thin film and bulk technologies has resulted in an increasing emphasis in apphcavons. The
purpose of this symposium is to bring together a group of interdisc:phinary scientists and engineers to help to
identify and solve the matenal related issues that still hamper the application of HTS matenals.

Specific topics to be emphasized include:
« Transport in bulk superconductors
+  Weak links and Josephson junctions: formation and control of properties
« Effect of processing on properties of thin films

+  Correlation between the microstructure and transport (DC and microwave) in
thin films I

» Noise in HTS materials

+  DMultilayered structures

+ Grain Boundaries and Interfaces

+  New HTS materials: bulk materials and thin films

There will be a plenary section that will address the current state of experimental and theoretical understanding of

the HTS materials. We plan to have an evening panel discussion that will address outstanding issues for HTS
applications.

Abstracts of contributed papers and one or two pages of supporting material (five copies) must be received at
MRS Headquarters no later than July 1, 1991,

Alfredo C. Anderson Siu Wai Chan Kiyotaka Wasa
MIT Lincoln Laboratory Columbia University Matsushita Electric Ind. Co.. Ltd.
244 Wood Street 1136 S. W. Mudd Building Central Research Laboratones
Lexington, MA 02173-9108  Henry Krum School of Mines  Moriguchi
(617) 981-4708 New York, NY 10027 Osaka 570
FAX:(617)981-5328 (212) 854-8519 Japan
FAX: (212) 854-8362 81-6-906-4860
Rebert J. Cava FAX: 81-6-906-4593
AT&T Bell Laboratories Randy W. Simon
1615)00$ lT—304A Conductus, Inc.
ountain Avenue 969 W. Maude Ave.
Mgiraggleig. gg 07974 Sunnyvale, CA 94086 93""08 7 P
(201) 582-21 (408) 746-1099 1 i i
FAX: (201) 582-2521 FAX: (408) 737-6699 MRS 1 | )
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Bummary Report of The Symposium on
High Temperature Buperconductors:
Materials Research for Emerging Technologies
Held at MRS 1991 Fall Meeting at Boston

The first few sessions of the 1991 Materials Research Society
symposium on high temperativre superconductivity focussed on the
basic physics and physical characterization of materials, and on
new materials. In spite of the increasing difficulty in finding
new superconducting oxides, the MRS remains an important forum for
their description and discussion. The very large poster session on
the evening of the second day (75 posters), concentrating on the
area of superconducting materials and their physical properties,
was a good reflection of the ongoing vitality of the field.

The sessions opened with review talks by three distinquished
workers in the field, B. Batlogg (AT&T) summarizing the basic
physics of high T_. materials, A.W. Sleight (Oregon State
University) summarizing the basic chemistry of high T_. materials,
and J.R. Clem (Ames Laboratory) summarizing the state of
understanding of flux flow dynamics of high T, materials. To
briefly summarize their general observations: Batlogg noted that
there are many properties of the carriers in the normal state that
suggest that the carriers in copper oxides are indeed special and
unique charge 1liquids; Sleight focussed on the fact that the
superconducting copper oxides all appear to be metastable materials
and in fact are structurally defective; Clem argued that the
magnetic vortex dynamics in cuprates were made complex (and
interesting) due to their-two dimensional structures and their 2d
to 3d crossover was an important aspect to «consider in
interpretation of experimental observations.

The contributed sessions included many interesting talks -- too
many to do individual justice to in a brief summary. A few of the
highlights will be described in the following paragraphs.

J.R. Tobin (Lawrence Livermore) and R. Liu (Argonne National
Laboratory) discussed angle resolved photoemission work. They
generally find that the observed bands crossing the fermi level are
in good agreement with band structure calculations. Experiments on
untwinned and oxygen deficient Ba,YCu;0, are contributing a great
deal to the interpretation of the spectral features. C. Lieber
(Harvard University) described experiments performed by STM and
HREELS probing the electronic state of Bi,Sr,CaCu,04 single
crystals; the results were interpreted as showing that the energy
gap in BSCCO is large, 2a/KT.~8, and has a non BCS temperature
dependence.

A dozen or so talks were presented on new materials. D.C. Johnston
(Ames Laboratory) described a surprising new series of highly
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oxygen deficient phases based on Ln,Cu0, prepared by a novel and
innovative synthetic route. He also described work on La, ,5r,VOy,
a material which in its metallic state shows indications of being
in a strongly correlated electronic state. M. Takano (Kyoto
University) described the synthesis of new, very high temperature
(110K) copper oxide superconductors based on the "all layer phase",
{(Sr,Ca)Cuo,. These materials are very exciting from the basic
science polint of view, but, as they must be prepared at very high
pressures and temperatures (6GPa,1000°C), are not likely to be
easily prepared in commercially imnortant quantities. Also working
at very high total pressures, M. Smith (University of Texas,

Austin) described the new electron doped superconductor Sr,

«Nd,Cu0,. This material is of considerable scientific interest as
belng only the second known electron doped copper oxide
superconductor. Its T, is 40OK. J. Karpinski (ETH, 2Zurich)
described the Portemperature—composxtion phase equilibria in the
important Ba-Y-Cu-O0 chemical system at oxygen pressures between 1

and 3000 atmospheres and temperatures up to 1000°C Finally, A.
Hebard (AT&T) presented a review talk on the excitinq new class of
superconductors based on alkali doped Cg, The T.’s for the best

materials are higher than 30K. Like copper ox1des, these materials
have short superconducting coherence lengths. These materials are
now being studied by many groups. Their goals are to increase T.'s
and solve the problem of spontaneous combustion for these
materjals.

Starting from Tuesday afternoon, the symposium was concentrated on
thin films and devices of HTSC materials. There were many
interesting talks -- again too many to do individual justice to in
a brief summary. A few of the highlights will be described in the
following paragraphs.

David Fenner from Advanced Fuel Research reported on infrared
response of epitaxial YBCO films on silicon. Their data
demonstrated a highly sensitive bolometer on Si. A photo response
curve is shown in Fig.1.

Eom from AT&T talked about the different 90-degree boundaries of
YBCO films and their critical current behaviors which stemmed from,
complemented and confirmed previous results shown by Siu-Wai Chan
and the later S. Badcock’s results on the 90 degree boundaries,

Lee from Conductus reported on the use of 45-degree boundaries as
weak~-links in squid applications. Their 15-layer integrated circuit
with pick-up coil showed reasonable performance of a squid at 77K.
They also have a product announcement at the meeting (see Fig. 2).

C. Platt from Univ. of IL showed very BCS-like tunneling data of
BKBO bismuthate. Their tunneling junctions taking advantage of
longer coherence length were made from 2 thin films of BKBO
bismuthate sandwiching a thin insulating films, which made their
results so much more reproducible than other tunneling data of




oxide superconductors.

The last two days of the symposium were focused on the critical
current issue of the HTSC materials. There were many participants
particular there was large presence of the overseas researchers
coming for just the last two days of the symposium. Some of the
highlight are summarized in the following paragraphs.

Matsui from NIRIM Tsukuba, Japan reported on the different electron
damages of superconducting cuprates. He directly observed the
decomposition of double chains in YBCO into Cu0O and single chain
YBCO. i.e. 248~> CuO + 123. The following table summarize his
results.

Materials electron 200-400Kev 800~1300Kev
energy

Bi,Pb cuprates A A

Y-2~3

Nd Ce Cuprates

where D stands for decomposition and A stands for amorphous
transformation. Interestingly, he has observed the amorphous
transformation always starts at the double chain regions.

L. Civale reported on the columnar defects induced by heavy ion
implantation to 123 materials. These elongated defects are much
more effective as flux pinning centers than the point defects.

sn* at a fluency of 1.5x10}! was used for 21 micron thick crystals.

Zhao from Univ. of Houston reported on their novel method of using
Li doped 123 + thermal neutrons inducing internal nuclear reaction
for uniform radiation induced flux-pinning defects..

Tiefel and Jin from AT&T were trying to settle the controversy of
the true effect of 211 on Jc. Previously, McGinn reported 211
reduced Jc while Murakami stated that 211 greatly improved Jc.
Later, Salama’s group raised the issue of the methods of
introducing 211 in the materials can be the true issue. This is
still unsettled.

On friday afternon, there were more than 200 people attending the
last session. This was quite a spectacular sight for the last two
sessions on Friday. There many interesing talks and we are not
really doing justice here. Some of the hightlights are summarized
in the following paragraphs.
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Babcock from Wisconsin reported that a sigma 29 boundary does have
a 1nm-2nm thick amorphous CuO layer which give a resistive behavior
at low temperature.

Chan from Columbia U. drawing from her previous results of special
boundaries e.g. sigma 3, sigma 5 sigma 13 boundaries in YBCO films
grwon on (001), (014) SrTiol3 and (001) MgO0 as well as the
Conductus’s results on 45 degree boundaries stated that clean
boundaries are necessary but not sufficient condition for good Jc
transport across boundaries.

J. Ekin from NIST Colorado reported on the effect of uniaxial
compressive stress on the critical temperature of 123 single
crystals and films.

Sato from Sumitomno Electric, Osaka, Japan reported on their Jc of
their Bi2223 tape of having 2x10% A/cm, at 4.2K and 23T. (see the
attached paper).

The U. of Houston group also had a great presence in reporting
their processing and Jc valves.

At the end of the last talk, there were still 250 people in the
room. I must admit that I have never seen such an enthusiastic
crowd for a Friday afternoon session.

The grouping of the bulk Jc talks to the last 2 days had worked out
well. Overall the symposium was extremely successful and there were
many exchanges of scientific and technical ideas through out the
five~-day symposium.
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When levitating a magnet is just not enough...

Announcing

Mr. SQUID

A Liquid Nitrogen-Cooled dc SQUID System
for the Undergraduate Laboratory

¢ YBCO integrated circuit
Superconducting Quantum
Interference Device (SQUID)
with on-chip silver coils

* Cryogenic probe with
magnetic shield & cable

¢ Complete electronics package
for SQUID operation

o  Aluminum-cased LN2 dewur

* Detailed user's guide

Actual Outputs from Mr. SQUID Control Box:

2Ccay

Complete System Price:
$1500

Educational Discount Available

Voltage-Current Voltage-Flux
Characteristic at 77K Characteristic at 77 K

For further information or to place orders, contact:

coNpgPIUs

969 West Maude Avenue
Sunnyvale, CA 94086
Phone (408) 737-6700 - FAX (408) 737-6699
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. Transport Criticad Current Propertics of Silvers-Sheathed
] i

Bi-Buased Superconducting Tapes and Coils ut 4.2 K

Nobubio Sinmura, Munctsupu Urvana, Thdeluto Muka
and Kensichn Saro

Osak o Heserdh alronaterey, Swttoma Flecog bedusivien, Ead |
Vod-3 Shirsave, Nuaohana Lo, Osiko 359

{Recvived Octoba 7, 1991 accepied for pubboaton Nuvesdwer 1, 1991)

Franspont oshical Gaient poapcrtics of alversheathod bromoghi-based superconducting tapes aid vods were e
vostigated at 42K and up te 25 10 Cntal Cocreots showed sotropic prepertics sehen the disection of the apphicd
sragnctic held donecd Jrom paticd 1o the tpe anface 1o perpendicutar, e, J, ol X9x 10' Afem! for HEZ1ape and
6.6 10 A vm’ for 711 tape a1 231 Critical cotsent propesties of a thiee double pancale coil were cousistont wah
those of thort speciens, showiay hitde vhange w froms § 10 237,

KEYWORLS: crivcal cusrents, (80, PU)-Sr-Coa-Cu-0. tapes. coils

Since the fitst report of superconductivity in the Bi-Sr~  phlicd feld dicctions, paraticl and perpendicular to the
Ca-Cu-0 system by Macda ¢f of )" many studics of  tape suiface, the behiavior of critical cusrent density was
critical current density bave been dane from the point of  very similar. Little change of critical curtent density was
view o) applications in hyguid nittogen. Recently, we
seported™ that the combination of bismuth high-75
phase” and the powder -in-tube technigue produced a tape o r !
having J, of 5.4 x 10" A/cam’at 77.3 K in @ zcro magnetic L
fickl. Apat from applications at hiquid-mtrogen tempera- ‘ y
ture, a super high-ficld magnet application of these tapes — V(==
at a temperatwie rm\g‘c‘ from 4.2 K to 20 K is onc of the "5 \\‘ i
most promising uses. ™ E 5 ”\\.M.
(&
=

In this paper, we desaibe the maguctic hicdd divection T
dependence o aitical canents of - silver-shieathed
bisiath (high-7, phasc) supciconducting tapes at 4.2 K Vol
amd up to 25T, and also aitical current propertics of P
colls at 4.2 K and up to 23 T,

Appropriate amounts of Bi, b, S, Ca and Cu oxides 1ot L L !
and cabonates with 4N (o SN purity wcie mised, 0 10 20 30
sintered and ground, as desaibed in the previous paper . Magnetic Ficld (T)

The ground powder was put into stver tubes, drawn into
roul wires and then made into tapes by pressing or ol silver-sticathed Bivnusth (high- 7, phase) superconducting tapes af
volling.  The nominal cation satio was  BuePb:Sre 42K andupio 25T,

Ca:Cu=1.8:0.4:2.0:2.2:3.0. These wies were sinfercd

twice and made into ligh-J supcrconducting tapes. The

typical size of these tapes was 0,15 o thick and 4 mm 100 %
wide. The critical temperatuee of these tapes was 106 K. v
The magnctic lickd dependence of aitica] currents of a0
these tapes at 4.2 K was cvaluated using the hybrid / B B
magnet in the Tigh Ficld Laboratory for Superconduct-
ing Materials at Tohoku University with the d-probe dc
method. A three-double-pancake coil was made with the
bundic conductor technigue,” four tapes in paraliel win-
ing in this casc, and also cvaluated in the same manner
as the tapes.

Figure | shows the magnetic lickd dicction dependence
of critical current density of the tapes at 4.2 K and up to
2571, at 237 was 3.9 % H)' A/ cn? foy the applicd fickd 0 0 20 30

. . ' . -
paralicl ‘m the tape Sl!lf;lLC ‘m'd 6.6x 10 A/(._ml for the Magnetic Field (1)
perpendicular one, The anisotiopy lactor, J({{1)

/.I‘(,I//), wWas 0.7“ o 23 l Tllc .’\niSOnopy (0(101'5 at (figl 2. /\Hiﬂﬂllﬂﬂy factor of critical current (ICN(H)’ A A2 K and np to
Frenasy S 003 YY1 mamm pasasaan PORTIPUR I - LY il -II-I_III‘

Sraree W

I e B e O -

Fig. 1. Magactic fickd discotion depomdence of critical enscent deusny
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Critical Carrent Pioperties of Bi-fayed Tagies araf Coils ot € 2 K

obscrved at from 5 to 23 or 25 T for Loth directions of
the applicd magnelic ficld,

In these tapes, fine dispersions ol nonsuperconducting
phases, such as Ca,PbO, and (Ca, S$1)-Cu-0Q, were ob-
served as the critical current density improved.” 1t is
possible that these fincly dispersed nonsupcrconducting
phases work with invisible pointlike defects (o show
strong pinning characteristics, as shown in Fig. 1.

For building a super high-fickd magnet, it is necessary
to suppress the mechanical damage to the superconduct-
ing tape duc to the large clectromagnctic force. One exan.
ple of this cffect was shown previously ™ The previous
data showed that the critical current of the three-double-
pancake coil at 23 T was half of the value at S T. In the
case of the short tape sample, the change of critical cur-
rent from 5 to 23 T was around 20%. This degradation
was considered to be atlributable to the higl stress,
2,000 kg/cm? at 23 T, 1n considering these vesulls, an im-
proved technique was chosen, including cpoxy resin im-
preguation and a staialess-steel jackel. Ia particular,
epoxy resin impreghation was perforimed to Ol in the
winding layers. Table | skiows the parameters of a three-
double-pancake coil. Critical current density of this coil
at 77.3 K was 4,400 A/cm?, showing a similar valuc to
that of the previous coil, 3,90C A/cm?. Critical current
propertics of each double-pancake coil were measured at
4.2 K and up to 23 T. Each coil showed similar propertics
in liquid nitrogen without a back-up field, Lut in liquid
helium with a high back-up ficld, the central coil showed
the lowest ciitical cuvrent. Critical current density of this
central coil is shown in Fig. 2 with the previous data™
The change of critical current from 5 to 23 T was 76% in
" this case, sliowing a result similar to those of the short
tape sample. The critical current of (his three-double-pan-
cake coil was 95 A at 23 T cxicrnal ficld, and the max-
imum magnetic ficld of the coil was 23.314 T. Because
the dimcensions and the fabricating procedure were the
same for the present three-double-pancake coil and the
previous onc, the result showed the effcctiveness of anti-
stress improvements.

In summary, critical current properties of silver-
sheathed bismuth (high-T, phasc) supaiconducting tapes
and coils were evaluated at 4.2 K. The magnetic field
direction dependence of critical current was sclatively
isotropic. It was possible to achieve the cxpected charac-
teristics of the tape for super high-field magnets.

The authors greatly appreciate Prof. K. Watanabe,

Table f. Paramciery of 3 1luce double pancat e conl

licin Parameter
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Fig. 3. Critical current deosity of athrecdoulile pangatecod 20 3 28
andd externat fickt up to 23 T,

HEFLSM of Tohoku University, for measanng the propet
ties using a hybrid magncet, and Prof. Y. hwasa, THNMIL
of NIT, for usclul discussion.

References
1y ML Nacds, Y. Tasata, M Potuweriand T Awine 1o | Appl
hys. 27 (1938) L209.
2) M. Ueyama, T. Hikata, K. Kato and K. Sate. tpe ] Appd Pl
20 (1991) L1384,
3) ML Takano, 1. Takada, 1, Oda, 1 Kitacuchi, ¥ Mura Y Hedy,

Y. Tonui and H NMagakic Jpn, J Appl Phae 27 9SSy tion
4) Y. hwata and YO AL Rtz Cryeeomcs 30 (198%) 37
Sy K, Satoe, ToHikata and Y. bwasa: Appl Phae Fetr $7¢172230) 192%
6) T. Hlikata, T. Nishikawa, 1 Mubkn K Saio awb U
Hitotsuvanagi: Jpu. J. Appl Dhys, 28 (1939 L1204
73 ML NMukad, N Shibate, T Masuda, T o dhdlma, M
Kato and K. Sato- Pioc. Jidd Ing 3»!'”![' Sl:/'r! coonducin s Seede,
1990 {Sprincer, Tokyve, 1991) p. 607,
8) K. Sase, N, Shibuta, . Mukai, T. thlata, M Uevama ol T
Kato: to be published in J. Appl. Phys. 30 (1991),

Ulevmag, 3




